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Scope:

This NOA is being issued under the applicable rules and regulations governing the use of consiruction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Series Canyon Ridge W8 Insulated Steel Sectlonal Garage Door up to 9°-0”
Wide

APPROVAL DOCUMENT: Drawing No. 104277, titled “Canyon Ridge +54/-60 PSF Single Car”, sheet 1
of 1, dated 06/2009, with revision 04 dated 02/2015, prepared by Clopay Building Products Company, signed
and sealed by Scott Hamilton, P.E., bearing the Miami-Dade County Product Control revision stamp with the
Notice of Acceptance number and approval date by the Miami-Dade County Product Control Section.
MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: A permanent label with the manufacturer’s name or logo, manufacturing address, model
number, the positive and negative design pressure rating, indicate impact rated if applicable, installation
instruction drawing reference number, approval number (NOA), the applicable test standards, and the
statement reading ‘Miami-Dade County Product Control Approved’ is to be located on the door’s side track
bottom angle, or inner surface of a panel.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA.,

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA # 11-0802.09 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No 15-0225.01
M'AMIUNTY Expiration Date: February 23, 2017

Approval Date: May 7, 2015
Page 1




Clopay Building Products Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Drawing No. 104277, titled “Canyon Ridge +54/-60 PSF Single Car”, sheet 1 of 1,
dated 06/2009, with revision 04 dated 02/2015, prepared by Clopay Building Products
Company, signed and sealed by Scott Hamilton, P.E.

B. TESTS “Submitted under NOA # 11-0802.09”
1. Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
4) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
5) Tensile Test per ASTM E8 '
Along with marked-up drawings and installation diagram of Clopay 9’ x 8°, 27 ga.
Steel Garage Door Model Canyon Ridge, prepared by American Test Lab, Inc., Test
Report No. ATLNC 0519.01-11, dated 06/07/2011, signed and sealed by David W.
Johnson, P.E.

“Submitfed under NOA # 05-1212.01”

2. Test report on Salt Spray Test per ASTM B117 on G90 and G40 painted samples,
prepared by Twin City Testing Corporation, Report No. 30160-04-63365, dated
01/26/20035, signed and sealed by John D. Lee, P.E.

C. CALCULATIONS “Submitted under NOA # 11-0802.09”
1. Anchor calculations, prepared by Clopay Building Products Company, dated
08/01/2011, signed and sealed by Scott Hamilton, P.E.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

04 /7,'7/?015

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No 15-0225.01

Expiration Date: February 23, 2017
Approval Date: May 7, 2015



Clopay Building Products Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

E. MATERIAL CERTIFICATIONS

1. Test report on Surface Burning Characteristics of Building Materials per ASTM E84
of Baytherm 9817, prepared by Intertek Testing Services NA Inc, Test Report No.
100585112SAT-001A, dated 12/13/2011, signed by Servando Romo.

2. Test report on Surface Burning Characteristics of Building Materials per ASTM E84
and Standard Test Method for Determining Ignition Properties of Plastics per ASTM
D1929 of foamed plastic # 3288-17C2, prepared by Underwriters Laboratories, Inc,
Test Report No. R8410/07CA19626, dated 05/30/2007, signed by James F. Smith.

F. - STATEMENTS
1. Statement letter of code conformance with the 2010 and the 5" edition (2014) FBC
issued by Clopay Building Products Company, dated 02/18/2015, signed and sealed
by Scott Hamilton, P.E.

“Submitted under NOA # 11-0802.09”

2, Statement letter of no financial interest issued by Clopay Building Products Company,
dated 08/01/2011, signed and sealed by Scott Hamilton, P.E.

04/2’?]?”‘5

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No 15-0225.01

Expiration Date: February 23, 2017
Approval Date: May 7, 2015
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CLOPAY CANYON RIDGE SERIES: CANZnn-—XX DOOR HEIGHT | cpeTions REVISIONS
HOLMES GLENMOOR SERIES: GLNZnn—XX 0P 10 6707 3 - REV. NO.| ZONE: | DATE. ECN NO.| APPVD: DESCRIPTION
IDEAL BROOKSTONF SERIES: BRK2an—XX 63" 70O B0° 4 00 — — - SH INITIAL RELEASE
MODEL DESIGNATION NOTE 1: "nn" REPRESENTS THf ARRANGEMENT OF 83" 10 10°0° 5
THE DECORATIVE OVERLAYS, THE FIRST DIGIT WiLL HAVE A VALUE FROM 1 10°3° 10 1207 3 01 - 11/2009 - SH UPDATED MODEL DESCRIPTIONS.
TO 3 AND THE SECOND DIGIT WILL HAVE A VALUE FROM 1 TOQ 8.
g '3 ‘0 7 — — R TRUCT TAILS.
MODEL DESIGNATION NOTE 2: "XX* REPRESENTS THE TYPE OF e . 02 07/2011 SH | REWSED JAMB TO SUPPORTING STRUCTURE DE
CLADDING. If "XX™ IS "NM" OR "NC" THE DOOR HAS NO GLADDING {JUST ; UPDATED FOAM & STFEFL SKIN DESCRIPTIONS; ADDED 2010
OVERLAYS) AND IS 2—1 /2" THICK OVERALL. ANY OTHER VALUE FOR "XX" MAX_SECTIUN HEIGHT: 24 Q3 - 01/2012 - SH  |FBC COMPLIANCE ' D
INDICATES THAT THE DOOR HAS CLADDING AND OVERLAYS ON THE 27 _
BASE DOUBLE—SKIN INSULATED DOOR AND 1S 3" THICK GVERALL. 04 - 2/2015 - SH UPDATED CODE COMPLIANCE STATEMENT.
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“E o TION -8 ITH ON "x1-5/8" 14 GA. MIN. GALV. STEEL CENTER HINGE
iy & - I A WOOD LAG SCREW PER ERACKET. \s/16" 10, ROUND FASTENED TO BACK OF DOOR W/(4)
- - * 2" GALV. STEEL TRACK FASTENED PUSH NUT FASTENER.  pACH #14x5/8" SHEEF MEFAL SCREWS.
y o i TO TRACK BRACKETS. EACH
! BRABKET ATTACHED WITH ONE 14 GA. CALV. SIEEL ROLLER HINGE FASTENED 10 END STLES HORIZONTAL (TOP} JAME
T o Py W/(4) EACH #14x5/8" SHEET METAL SCREWS AND (4) 1/47x3/4 {(NO LOAD FROM DOOR)
Su [l A 1/47%5/8" BOLT & NUT OR TWO SELF TAPPING SCREWS )
L5 = - END SUDE BOLT 1/4" RVETS. 3. 1 2
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9 INTQ_ VERTICAL STEEL OR NYLON TIRE
ga g Lo TRACK, ONE :
%5 ¢ [\ row Loc o cir C
5 5 i LOCKING INTO : PREPARATION OF JAMBS BY OTHERS FASTENER
=2 T TS STRUT OVER ROLLER STEM) TRACK ; NOTE: THE DESIGN OF THE SUPPORTING STRUCTURAL ELEMFNTS SHALL ) TYPE
8 BE THE RESPONSIBILITY OF THE PROFESSIONAL OF RECORD FOR THE L.
g \ ] 2x6 JAMB TO SUPPORTING STRUCTURE ATTACHMENT BUILDING OR STRUCTURE AND IN ACCORDANCE WITH CURRENT BUILDING "
! {(NOT TO 9E USED FOR ATTACHMENT OF TRACK BRACKETS) CODES FOR THE LOADS USTED ON THIS DRAWING.
| E—— MAX. 0.C
* G | g
MAX. DOOR WIDTH = 9'—0" ————| QN _CENTER PER VERTICAL
DISTANCE STEEL JAMB
INSIDE _FLEVATION BETWEEN WASHERS - ™
BUILDING TYPE FASTENER TYPE FASTENERS | REQUIRED?
SECTION A—A G (FOLLOW OR [ /4n 5y /2" (17 EMBED) MW TAPCON CONCRETE ANCHOR (2-1/2" MIN. CDGE DISTANCE) 6-1/2 | 0D / 2x6 VERTICAL JAMB \
. . . 5.000 PSl MIN. CONCREIE | 1/8" x 3~ (i—1/2" EMBED) (W TAPCON TONCREIE ANCHOR (2-172" MIN. EDGE DISTANCE} 15-174 1" 0D,
2-1/2" OR 3" END STILE 2" THICK BASE DOOR 5000 F51 MIN CONCRETE |3/B" x 3 1/4" (1-3/4 EMBED) WEJ-IT SLEEVE ANCHOR (2—1/2_ MIN_ FOGE DISTANCE) 18-1/2" |INCLUDED ~
THICKNESS. SEE NOTE AT— 4000 PST MIN_ CONCRETE | 378" x 3. 174" (1=3/4" EMBED) WEJ—IT_SLEEVE ANGHOR (Z-1/2" MIN. ECGE DISTANCE) Pz INCLUDED
MODEL DESCRIPTIONS. WOOD FRAME 177« 4 (1-5/8" EMBED) LAG_SCREW (ASIM A307, GRADE A) (9—1/2" MIN._EDGE DISTANCE) 20 1-1/8" 0.D. : :
27 GA, MIN, (0.018" MIN.) STEEL EXTERIOR 12 GA GALY. STEEL * — FIRST ANCHOR/SCREW STARTING FROM BOTTOM AT NO MORE THAN HALF OF MAXIMUM ON CENTER DISTANCE.
SKIN WITH é_m GALVM%MNG‘ BAKED-—-ON ] TOP BOLLER BRACKET. HIGHEST ANCHéR/SCREW INSTALLED AT LEAST AS HIGH AS THE DOOR OPENING HEIGHT NOTE: SUPPORTING STRUCTURAL ELEMENTS SHALL BE DESIGNED
PRIMER AND A BAKED-ON POLYESIER PAINTED EACH BRACKET BY A REGISTERED PROFESSIONAL ENGINEER FOR WIND LCADS
Y0P COAT. MINIMUM TENSILE YIELD IS 40.1 KSI. SITCSHEB‘?, e (“)Em SHOWN ON THIS DRAWING.
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% U-BARS PER DGOR SECTION, TYP. 2-1/2°x12 GA. GALV.
= ATFACHED WITH (2) 1/4” x 3/4" Lt sTEE '
é SELF TAPPING SCREWS AT EACH B —— STEEL TRACK BRACKET.
HINGE LCCATION.
(4) §14x5/8" SHEET Z = DOOR BRACKET_PLACEMENTS d
X v il HEIGHT | "1™ [™X1™ AT ]R3 | KA X5 | X6 k7| ‘%8
METAL SCREWS 7 13 GA GALY. STEEL BOTTOM u e e o T e 1= 1= 1= 1= .
e e AL = T H g e e e R e e /g5
; S SreeL (76 [Bp|ai/ziior [ysar s - 1 -" - - THIS PRODUCT CONFORMS TO THE
0 ! SCREWS. b3 TRACK  [B=0" [ 88" 31/27 |10 134 5: - 1= = |- REQUIREMENTS OF THE 2010 FBC DS ENGj'I:IEER SCOTE. HaoHL 08 P‘E’ .
[ ) i 0080 |86 |94 |a—1/7 |10 | 34 |58 [ 827 1- |- |- AND THE FIFTH EDITION FBC. I: R; | HaMILTON, P.E,
V\ U-— ciTRysin G s THEK =8 i 3—152" MR === THS DOOR WEETS THE REQUIREMENTS OF THE FLORIDA PE. geioag -
. (4) 1/4°3/4" SELF \, & VINYL x ~6 |106"| 3-1/2"} 10" - 1-_ |- o ; -
Y N T ApPING SOREWS o T WEATHERSTRIP, S | Lyer o= iz 31/ 1o | 3% | 58" | 827 | - = = LARGE MISSILE IMPACT AND_CYCLIC TESTING. MAPQ;IUI_“AC‘[URING PRO.D(‘J_CTI (r)_ODE.]
T ho—6 18 | 3-1/2"[10" | 32" | ap” | 827 ol = - . . —_axa7g D
14 ND HINGE 14 GA INTERMEDIATE HINGE I L g 11707 [124~ 3-”5: 10” | 34" | 587 | 87 _}_g'g:: - - DESIGN LOADS: +54.0 P.S.F. & —€0.0 PSF. MES'P?U‘“{O YATS )r' ."
Z X4 . };_:g_ Ilgg ?:;; :8__ 1;:" gg" g;_, :gg,, — - Unless Stated Otherwise | [ [:I B585 nge Boulev‘?rd CL-OPAY WINDMDQD-\F%HUNG‘ K
o = . PR . LI o - i
5 ¥ 76 [1427] 3-1/72" 110" |i34" | 587 | 82" | 1067 13071 TOLERANCES are | (R 0pay 'Tde(}.scl«?é 5?315%%9483}3 Lo /8 \G\ 7
3" 30" [148" | 3-1/2" | 10~ | 34" | 58" | 82" | 1067 1307 — _ di ’ 70— . W R Yt
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